
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Specification 

Frequency band with output power: 

920-960MHz/10W、1800-1920MHz/10W、(3G)2100-2170MHz/10W 

(4G)2570-2690MHz/8W、 (4G)758-825MHz/10W、Wi-Fi 2300-2500MHz/8W 

(5G)3400-360MHz/5W、(5G) 3600-3800MHz/5W、GPS1450-1620MHz/10W 

Wi-Fi 5100-5900MHz/4W 

Total: 80W 

Other frequencies can be option of request. 

➢ Built in directional antenna reflecting plate, can add antenna gain 8~12dBi, as better 

preference.  

➢ Directional Antenna: VSWR ≤1.5/2.0/ Vertical+Polarization±45°/ Horizontal Beamwidth 

60-65±8º. / Vertical Beamwidth ≥15±5º/ Front-to-back ratio ≥20-30dB 

➢ All Frequency can mix very flexible; each module/Band is independent. 

➢ Jamming Range: Radius30~100 meters (-80dBm@of BTS signal strength at location. )  

➢ Battery continuing using time: 1-2Hours. Can support use while battery charging.  

With LCD display highlight battery capacity detail. 

➢ Briefcase Dimension: L380*/W180*/H135 mm. 

➢ Weight: 8Kgs (Total with Briefcase) 

➢ Warranty: 1 year. 

 

 

 

 

 

 

This jammer designed for protect VIP person or special agent use. Developed on explicit request 

of different SPEC depended on the request for bodyguard and governmental institutions around 

the world. This device offers an effective blocking range that over 30~100 meters maximum, 

depending on environmental conditions. It easy carries out and camouflage.  

 

B Series BA-2200 
Briefcase 10 Band Built-in Directional Antenna Jammer 
 

No: BA2200AW003150 

http://tw.dictionary.yahoo.com/search?ei=UTF-8&p=%E6%83%85%E5%A0%B1%E4%BA%BA%E5%93%A1

