
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

System Specifications 

Parameter Value Units 

Physical parameters 

Dimensions 260 x 260 x 70  mm (H x W x D) 

Weight 2.7 Kg 

Environmental specifications 

Operational TMP 0 ~ 55 ℃ 

Storage TMP -20 ~ 60 ℃ 

Relative humidity 95 % 

Power Supply & operation parameters 

LCD display built-in Electricity: % 

Operation time 60 (continuous) minutes 

Charge power source 3pin connector built-in Power adapter 

 

Frequency Range 1575-1620MHz 2400-2500MHz 2400-2500MHz 5600-5900MHz 

Gain & Output 

power 
8dBi/30W 12dBi/25W 12dBi/25W 15dBi/10W 

VSWR ≤1.5 ≤1.5 ≤1.5 ≤1.5 

Polarization Vertical Vertical Vertical Vertical 

Horizontal Bandwidth 65° 60° 60° 60° 

Vertical Bandwidth 55° 28° 28° 14° 

Front to back ratio ≥24dB ≥25dB ≥25dB ≥25dB 

Input Impedance 50Ω 50Ω 50Ω 50Ω 

Max Input Power 50Ω 50Ω 50Ω 50Ω 

Double 2.4GHz 10W block much longer Good Isolation each other (4 bands in) 

Connector  N-M 

Lightning Protection Direct Ground 

NO: DJM3000HPAU04500 


